


The Powerflex containers are designed 
to ensure absolute protection for 
electromechanical, optical or whatever 
fragile equipment housed inside from 
mechanical vibrations, shocks and drops, 
rain and humidity, pressure and temperature 
gradients, sand and dust, salt fog and fungi 
during handling, transport and storage phases.
The design of Powerflex containers is driven 
by structural and thermal Finite Element Analyses 
in order to meet the severe mechanical design 
requirements of military standards (MIL STD 810 
  and MIL S 901), of European Regulations 
   on the transport of dangerous goods 
   (ADR, ADN, RID and IMDG) and of ICAO 
  Technical Instructions. The compliance to design 
requirements is finally checked by environmental 
tests at Powerflex’s Laboratory.
The Powerflex containers’ enclosure can be 
made of aluminium alloy, Glass Fibre Reinforced 
Plastic (GFRP), 
wood and GFRP or roto-moulded polyethylene. 
The mechanical protection of housed devices is 
achieved by an aluminium alloy cradle 
equipped with Powerflex Wire Rope Isolators 
or pre-formed polyurethane/polyethylene foam, 
also in antistatic version, depending on the 
severity of environmental design requirements.
The enclosure degree of protection, according to 
CEI EN 60529, is up to IP66. The thermal insulation 
of short temperature gradients is also available 
by high density thermal foams.
Among available accessories also the GPS 
environmental datalogger, in order to track the 
measured event (i.e. a mechanical shock, 
an high or low temperature etc) on its own 
equipment during the handling, transit 
or storage phases. 
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The Powerflex ONU Series containers 
meet the design requirements by 
European Regulations on the 
transport of dangerous goods 
(ADR, ADN, RID and IMDG) 
and ICAO Technical Instructions.
The Powerflex containers have a 
vibration & shock proof aluminium alloy 
cradle equipped with Powerflex Wire 
Rope isolators and an external 
enclosure made of aluminium alloy or 
GFRP. 
The Powerflex containers are widely 
used to safely transport missiles and 
torpedoes. The Powerflex ONU 
containers also meet the design 
requirement of MIL STD 810, MIL S 901 
and CEI EN 60529.
The physical features of the Powerflex 
ONU container series can be tailored to 
customer needs.
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The Powerflex PWKS Series containers 
meet the design requirement of MIL STD 
810, MIL S 901 and CEI EN 60529. The 
enclosure is in aluminium alloy, the 
vibration & shock proof protection is 
achieved by an aluminium alloy cradle, 
equipped with Powerflex Wire Rope 
Isolators, or polyurethane/polyethylene 
foam, also in antistatic version, 
depending on the type/severity of 
environmental design requirements. 
Typical accessories are automatic relief 
valve, document holder, environmental 
parameter indicators and GPS 
environmental datalogger.
The physical features of the Powerflex 
PWKS container series can be tailored to 
customer needs.

The Powerflex PWKF Series containers 
meet the design requirement of MIL STD 
810, MIL S 901 and CEI EN 60529. The 
enclosure is in GFRP, the vibration & 
shock proof protection is achieved by 
an aluminium alloy cradle, equipped 
with Powerflex Wire Rope Isolators, or 
polyurethane/polyethylene foam, also 
in antistatic version, depending on the 
type/severity of environmental design 
requirements. As this Series container is 
usually tailored to Customer design 
requirements, a new mould is justified for 
a MOQ of 10 pcs. 
Typical accessories are automatic relief 
valve, document holder, environmental 
parameter indicators and GPS 
environmental datalogger.
The physical features of the Powerflex 
PWKF container series can be tailored to 
customer needs.
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The Powerflex PWKR Series 19” racks 
meet the design requirement of MIL STD 
810 and CEI EN 60529. The enclosure is in 
rotomoulded polyethylene, the vibration 
& shock proof protection is achieved by 
a 19” aluminium frame equipped by 
rubber mounts or Powerflex wire rope 
isolators depending on the type/severity 
of environmental design requirements. 
See the related catalogue for further 
details. 

 

The Powerflex PWKR Series containers 
meet the design requirement of MIL STD 
810, MIL S 901 and CEI EN 60529. The 
enclosure is in rotomoulded polyethylne, 
the vibration & shock proof protection is 
achieved by a polyurethane/
polyethylene,also in antistatic version, 
depending on the type/severity of 
environmental design requirements. 
See the related catalogue for further 
details.

PWKR 19  SERIESPWKR 19  SERIES

KOMBAT ROUNDED
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COLOUR 
OPTIONS

Black Olive Drab Gray Blue Desert Mustard Orange Red



AVAILABLE ACCESSORIES

SISTEMA DI GESTIONE
CERTIFICATO

1)  AUTOMATIC RELIEF VALVE

2)  RELATIVE HUMIDITY INDICATOR

3)  SHOCK INDICATOR

4)  REVERSIBLE SHOCK INDICATOR

6)  BOX DOCUMENT HOLDER

5)  DATALOGGER

7)  CYLINDRICAL DOCUMENT HOLDER

8)  DESSICANT

9)  DESSICANT HOLDER WITH
      RH INDICATOR

10)  DOUBLE ROTATION EYEBOLT

11) CUBED FOAM

12) PREFORMED FOAM

13) LOCKABLE LATCH
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IN COMPLIANCE WITH
THE FOLLOWING SPECIFICATIONS
ATA 300 
CEI EN 60529
MIL-STD-810
NAV-S-901

In line with our continuing product development policy we reserve the right
to alter specifications without prior notice. 
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